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PROPRIETARY AND CONFIDENTIAL MATERIAL UNLESS OTHERWISE SPECIFIED: DRAWN  TBW | 8/18/2015
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF DIMENSIONS ARE IN INCHES
DANLEY SOUND LABS, ANY FINISH TOLERANCES: ENG APPR.
REPRODUCTION IN PART OR AS A WHOLE FRACTIONAL #
WITHOUT THE WRITTEN PERMISSION OF ANGULAR: MACH+  BEND # MFG APPR.
DANLEY SOUND LABS IS PROHIBITED. DO NOT SCALE DRAWING ~ TWO PLACE DECIMAL  +
THREE PLACE DECIMAL + Q.A.

5 4 3

] 7 U
# o Interlocking Skids for \ /
‘ use with SH96T
Two Acoustical Exit options: For Optimal Low Frequency
Extension use one exit at a fime. See Note:
J

Note: The BC218 Sub
can utilize either exit option
for multiple configurations.
#1) Single Cabinet B
#2) Stacked Cabinets
#3) Side by Side Cabinets

#1) Isometric View:
Single Cabinet
Positioned for use

on Floor or Dolly Board

#2) Dimetric View:
Two Cabinet Stack:
Shown with
Interlocking SH?6T

#3) Isometric View:
Two Cabinets
positioned Side by Side.
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